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GENERAL SPECIFICATIONS

FLAME RETARDANCY SPECIFICATIONS

PERFORMANCE SPECIFICATIONS

Width

Weight

Composition

54”

29 oz / linear yard

Surface: 100% PVC
Backing: Hi-Loft2TM

Abrasion

UV Resistance

Cold Crack (F)

Mildew Resistance

50,000 DR

650 Hours

-10 o

Yes

CAL-TB 117-3013

FMVSS 302

Passes

Passes

RECOMMENDED APPLICATIONS

REDUCED ENVIRONMENTAL IMPACT

This product does not pose any exposure risks associated 
with the chemical in Prop 65 

No added flame retardant chemicals

No added anti-bacterial / anti-microbial chemicals

Lead / Heavy metal free

BPA free / Tris free / Formaldehyde free

Does not contain conflict minerals

PFAS Free      

*Prop 65 Compliant
*CAB2998 Compliant

CLEANING INSTRUCTIONS

Clean the whole surface using liquid hand soap and water 
(1 part soap to 9 parts water). Rinse and wipe with a clean 
damp white cloth to get rid of any excess soap. Repeat as
needed and then let dry. Bleach cleanable at a 1:10 bleach to 
water solution. Rinse and wipe with a clean damp
cloth to get rid of any excess solution. Air Dry.

 FIBER

AUTOMOTIVE GOLF CART RV VAN CONVERSIONMOTORCYCLEMARINE


